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 Summary of Assessment 
1.  Moisture Ingress and Drainage 

 Moisture Barrier COMPLIANT 

 Drainage COMPLIANT 

2.  Insulation 

 Ceiling Insulation COMPLIANT 

 Underfloor Insulation COMPLIANT 

3.  Ventilation 

 Kitchen COMPLIANT 

 Bathroom COMPLIANT 

 Openable Windows and Doors COMPLIANT 

4.  Draught Stopping 

 Fireplace COMPLIANT 

 Gaps and Holes COMPLIANT 

5.  Heating 

 Heating COMPLIANT 

6.  Smoke Alarms 

 Smoke Alarms COMPLIANT 
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1 Moisture Ingress and Drainage 
1.1 Moisture Barrier 
 
HHS Requirements: 
If a home has a suspended floor (i.e. there is a cavity under the floor), and the subfloor space under 
the home is enclosed, then the home requires a ground moisture barrier. 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Is the floor concrete slab? Yes  
Is there a sub-floor? NA  
Is the sub-floor enclosed? NA  
Is the sub-floor accessible? NA  
Is ground moisture barrier installed? NA  
Exemption: Yes Concrete floor slab 
Additional Comments / Observations / 
Recommendations: 
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1.2 Drainage 
 
HHS Requirements: 
A rental property must efficiently drain storm water, surface water and ground water to an  
appropriate outfall; and include appropriate gutters, downpipes, and drains to remove water  
from the roof. 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Is there evidence of water puddles 
around the house? 

No  

Gutter and downpipe condition: Good  
Is the gutter and down pipe blocked 
due to vegetation growth or debris? 

No Blocked gutter and 
downpipe outflows 
cleared. 

Is downpipe outflow blocked? No Blocked downpipe 
outflows cleared. 

Is the gully trap blocked? No  
Exemption: NA  
Additional Comments / Observations / 
Recommendations: 
 
 

Gutters and downpipe outflows require regular 
maintenance. 
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Gutter not blocked – compliant  

 
Gutter not blocked – compliant 

 
Blocked gutter cleared – compliant  

 
Blocked gutter cleared – compliant  
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Block gutter cleared – compliant 

 
Blocked gutter cleared – compliant 

 
Blocked gutter cleared – compliant 

 
Downpipe outflow cleared – compliant 
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Downpipe outflow cleared – compliant 

 
Downpipe outflow cleared – compliant 



 

Rev 1 
 

Engimech Consulting Limited 
Healthy Homes Assessment & Compliance 

Page 8 of 18 

 

2 Insulation 
 
HHS Requirements: 
Ceiling and underfloor insulation has been compulsory in all rental homes since 1 July 2019, where it  
is reasonably practicable to install. Underfloor insulation needs a minimum R-value* of 1.3. Existing  
ceiling insulation may need to be topped up or replaced if it is not in a reasonable condition, and  
in most situations, existing ceiling insulation needs to be at least 120mm thick. If ceiling insulation  
needs to be topped up, it needs to meet minimum R-values as set out in the 2008 Building Code. 
 
* ‘R’ stands for resistance – an R-value is a measure of how well insulation resists heat flow. 
 

2.1 Ceiling Insulation 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Insulation type: Polyester  
Thickness: -  
R-value: R2.6  
Condition Good New insulation installed 
Exemption: NA  
Additional Comments / Observations / 
Recommendations: 
 

 

 

 
New ceiling insulation installed – compliant 
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2.2 Underfloor Insulation 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Insulation type: -  
Thickness: -  
R-value: -  
Condition -  
Exemption: Yes Concrete floor slab 
Additional Comments / Observations / 
Recommendations: 
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3 Ventilation 
 
HHS Requirements: 
Rental properties must have at least one door or window (including skylights) that opens to the  
outside in all bedrooms, dining rooms, living rooms, lounges and kitchens. The openable windows  
and doors must have a total area of at least 5% of the floor area in each respective room. The  
windows or doors must be able to be fixed in the open position.  
 
All kitchens and bathrooms must have an extractor fan that ventilates externally. 
 

3.1 Kitchen Extract Fan 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Type of mechanical ventilation: Rangehood New kitchen rangehood 

installed 
Is the mechanical ventilation 
ventilating to exterior? 

Yes  

Is mechanical ventilation capacity 
50 L/s or more? 

-  

Is the exhaust duct Ø150mm or more? Yes  
Condition of mechanical ventilation: Good  
Exemption: -  
Additional Comments / Observations / 
Recommendations: 

 

 

 
New kitchen rangehood installed in 
kitchen – compliant 

 
Kitchen rangehood ventilates to exterior - 
compliant 
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3.2 Bathroom Extract Fan 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Type of mechanical ventilation: Extract fan New bathroom extract fan 

installed 
Is the mechanical ventilation 
ventilating to exterior? 

Yes  

Is mechanical ventilation capacity 
25 L/s or more? 

-  

Is the exhaust duct Ø150mm or more? Yes  
Condition of mechanical ventilation: Good  
Exemption: -  
Additional Comments / Observations / 
Recommendations: 
 

- 

 

 
New bathroom extract fan installed in – 
compliant 

 
New bathroom extract fan ventilates to 
exterior - compliant 
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3.3 Openable Windows & Doors 
 

COMPLIANCE: COMPLIANT 
 

Area Openable Door & 
Window (m²)

Floor Area (m²) Openable Area (%)

Bedroom 1 0.66 8.0 8%
Bedroom 2 0.7 7.5 9%
Bedroom 3 0.7 11.1 6%
Main living 
area

6.3 40.7 15%
 

 

 
Bedroom 1  

 
Bedroom 2 

 

 
Bedroom 3 

 

 
Main living area 

 

 
Main living area 

 

 
Kitchen area 
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Dining area 
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4 Draught Stopping 
 
HHS Requirements: 
Any gaps or holes in walls, ceilings, windows, floors and doors that cause unreasonable draughts 
must be blocked. This includes all unused open fireplaces and chimneys. 
 
As a rule of thumb, gaps or holes with a width greater than 3mm in or around the walls, ceilings, 
windows, doors and floors that let air into or out of the home will usually require blocking to prevent 
unreasonable draughts. 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Area there any unused open fireplaces 
and chimneys? 

No  
 

Are there any gaps or holes with a 
width greater than 3mm and irregular 
gap around the window or door? 

No  

Additional Comments / Observations / 
Recommendations: 
 

Seal around the frames of the front door and door to 
garage is recommended to further improve draught 
proofing.  

 
 

 
Access door to garage, seal around door 
frame is recommended. 

 

 
Front door, seal around door frame is 
recommended. 
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5 Heating 
 
HHS Requirements: 
A rental home must have a fixed heating device (or devices) that can directly heat the main living 
room to at least 18°C.  This may also be via a duct or vent located in the main living room.  The fixed 
heating device(s) must be an acceptable type of heater and meet a required minimum heating 
capacity.  Certain heating devices that are inefficient, unaffordable or unhealthy will not meet the 
requirements of this standard.  A heating assessment tool is provided at tenancy.govt.nz/heating-
tool, which provides a report that shows the minimum heating capacity required. 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Type of heating: Heat pump  
Heating make / model: Haier Tempo 7.0 New heat pump installed 
Heating capacity: 7.5 kW  
Does the heating device have 
thermostat? 

Yes  

Is the heating device operational? Yes   
Exemption: NA  
Additional Comments / Observations / 
Recommendations: 
 
 
 

- 

 
Heating capacity required by Healthy 
Homes Standards: 
(See Appendix A for calculation 
results) 
 

7.1 kW 

 

 
New heat pump installed – compliant 
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6 Smoke Alarms 
 

COMPLIANCE: COMPLIANT 
 

 Description Comment 
Is there a smoke alarm within 3 m to 
each bedroom door or a room where 
a person sleeps? 

Yes  

Is the smoke alarm working? Yes  
Is there a smoke alarm on each level 
for multi-level home? 

NA  

Is the smoke alarm photoelectric? Yes  
Does the smoke alarm have a battery 
life of at least eight years or is hard-
wired? 

No  

Total number of smoke alarm 1  
Smoke alarm location Hallway  
Smoke alarm expiry date 2027  
Brand of smoke alarm Orca  
Additional Comments / Observations / 
Recommendations: 
 

- 

 
 



 

Rev 1 
 

Engimech Consulting Limited 
Healthy Homes Assessment & Compliance 

Page 17 of 18 

 

 

 
 

 
Smoke alarm – hallway 
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APPENDIX A  Heating Report 
 


